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Product Category Product Name Grade

Oils Base oil BND 40/60 

Property Unit Value 

The depth of needle penetration 0,1mm, not less than - 

The depth of needle penetration at 25 °C 40-60 

The depth of needle penetration at 0 °C 13 

Melting point by ring in sphere °С, not less than 51 

Extensibility sm, not less than - 

Extensibility at 25 °С 45 

Extensibility at 0 °С - 

Fragility temperature °С, not higher than 12-  

Changes of the softening 
temperature after heating up 

°С, not more than 5 

Flash point °С, not less than 230 

Mass portion of water-soluble 
compounds 

%, not more 0,30 

Penetration index - -1,0 to +1,0 

 

Application 

1. Semi-hard penetration grade (40/60) mostly used:  
- Road construction.  
- Asphalt pavement.  
- Manufacturer of hot-mix asphalt.  
2. The penetration bituminous asphalt with high penetration numbers which are 
soft, mostly used in cold weather conditions.  
3. Hard bituminous asphalt with low penetration number, can be used for warm 
weather conditions. 

Characteristics 

A pure petroleum grade bitumen, manufactured from vacuum bottom by passing 
hot air.  
- It is produced from remain of crude oil after cracking and removing hydrocarbon.  

- It is softening point is between 48-56 ℃.  
- Has thermoplastic property, which is like synthetic resin material, gets softer with 
heating and hardens when cooled.  
- Specified by the penetration and softening point test.  
- The temperature and stiffness relationship of bitumen are dependent on the 
source of crude oil and the method of refining. 

Packaging 
Commonly packed in new steel drums 150, 180 and 220 kg barrels.  
1MT, 500 kg jumbo bags.  
300 kg bit bag. 


